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STEP 1 Components

XQH PRO Series

Remote 
Controller

USB Mouse
(Option)

Software CD / Manual

DC Adaptor
(LITE Only)

Quick Guide

S/W
CD

Specification and appearance may be changed without prior notification.

Please, check the items supplied with your DVR System. Refer to the picture above and contact your local dealer 
if you find anything is missing or damaged. .!

XQH LITE Series

Rack Mount
(PRO Only)

Power Code
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STEP 2 DVR Rear Connection Details (PRO Series)

Video Out

Alarm Out 
RS 485

port

USB
Port

LAN
Port

Serial
Port

Alarm In

Power Switch

Ground

Video In
(4/9/16 CH)

¸Please, pay attention to the correct polarity (+/ -) when connecting Pan/Tilt. 

¸Wrong wiring may cause the malfunction of DVR.

¸The maximum communication distance of RS 485 is about 1.2Km. However, it may also depend on the cable type and

quality

¸Devices that operate with electric lamp or AC should use the separate relay.

Power

VGA
Out

S-Video
Out

Factory
Reset

NT/PAL
Select

Audio In
(1~4)

Audio Out

Spot Out
(1, 2)



4

STEP 2 DVR Rear Connection Details (LITE Series)

¸Please, pay attention to the correct polarity (+/ -) when connecting Pan/Tilt. 

¸Wrong wiring may cause the malfunction of DVR.

¸The maximum communication distance of RS 485 is about 1.2Km. However, it may also depend on the cable type and

quality

¸Devices that operate with electric lamp or AC should use the separate relay.

Power In
DC 12V

LAN
Port

Serial
Port

System
FAN

Alarm In / Out
RS485
Port

Video In
(4/9/16 CH)

Spot
Out

VGA
Out

NT/PAL
Select

Audio In
(1~4)

Audio
Out

Power Switch Video Out

USB
Port
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STEP 3 DVR Remote Controller

¸ How to change Remote Controller ID

A) Press 'IDó button for 3 seconds

B) Power LED lightens.

C) Enter two digits. In (00 ~ 99) ï00 means no ID. 

- ID should be selected from 01 to 99.

D) LED will go off after saving setting value.

E) The RC can be used with other DVRs with similar ID.

F) LED will blink every time any data is transferred.

Icon HotkeyFunction

POWER ON / OFF

PLAY / PSUSE

STOP

FAST REWIWD

FAST FORWARD

STEP BACK

STEP FORWARD

Screen division

SEQUENCE

FREEZE

ZOOM

SETUP

BACKUP

COLOR

STATUS

NAVI Button

MENU

ESC

RECORD

Go to Last Search

Go to Live Screen

First Search

Last Search

Calendar Search

Event Search

ɾɿ
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STEP 4 DVR Starting and Shutting Down

System Start

ÅConnect the power adaptor to DVR.

ÅTurn on the power switch on the rear.

ÅBooting will take about 1 minute 30 seconds.

(It may take more if the network cable is not connected)

System Shutdown

ÅSelect [SETUP> SYSTEM> SYSTEM SHUTDOWN] to 
shutdown system.

ÅAfter pressing ŗOKŘon the pop -up message switch off the 
power on the rear of DVR.
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STEP 5 DVR Monitoring Screen

Monitoring Screen : Provides the LIVE view from each DVR channel

<Screen Indication>

LeftUp : Camera Name, P ŕPan/Tilt, A ŕAudio

RightUp : Record Mode (Blue -Normal, Red-Event) ,Motion Status

Central : Video Loss (No Signal), Hide Screen (Hidden Camera)

Status Bar : DVR Status Indication(Backup, HDD Usage, Current Time, Sequence, Freeze, Login Info etc.)

1

2

1

2



8

STEP 6 DVR Video Record

Record

Record

Setting Menu for Record.

ü Record Policy

ü Record 
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STEP 6 DVR Video Record

Setting Record

Record Policy
Select the Record Policy.
ÅSingle Record 
ÅOverwrite

Record Data Retention
Select Record Data Retention date from Disable to 365.

¸This feature only works when ŗOverwriteŘ option selected on 

Record Policy.

¸Data Retention functions during:

ü System Booting, editing Setup, every midnight

ü Editing Time Settings or GMT 

¸System Log registers the Record Data deleted during the 

Data Retention.
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STEP 6 DVR Video Record

¸Data deleted during the Data Retention can not be recovered.

Please double check your recording data before proceeding.  

¸ If you set the Data Retention date as 5, the Recorded Data available for search will be limited to 5 

days 23 hours 59 minutes 59 seconds.

¸Data Retention volume should not exceed the capacity of the HDD installed on your DVR.
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Record
Set up specific Record Type for each camera.

Resolution
There is 3 different resolution settings for each camera.
360*240(CIF), 720*240(HALF-D1), 720*480(D1)

Record Mode
Set up Record Mode.
NORMAL+EVENT.

NORMAL Record FPS/Record Quality 
Menu Icon for setting Frame rates of Normal Record
and Quality

EVENT Record FPS/ Record Quality
Menu Icon for setting frame rates of Event Record and Quality.

Schedule
Set the week-based Schedule.

STEP 6 DVR Video Record
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STEP 7 DVR Record Video Search

Search Screen

Playback Screen

: Record Playback

Playback  Time

: Playback Time Display

Playback Status

üPause (II)

üPlay ( )

üMultiple Playback ( , , )

ü It randomly shows the first searched record file when it goes to SEARCH MODE.

üThis type is the same as on Event Search, so it may possibly not show the exact 

searched file.

1

2

3

1

2

3
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SEARCH MENU * Click Right button on mouse or push on MENU button to enter

STEP 7 DVR Video Record Search

DISPLAY

Select screen division mode.

ü 1, 4, 9, 16
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CALENDAR SEARCH
Select Date, Hour, Minutes, Seconds in turn on Calendar Search.
When you click MINUTE, you can find specific Record Status as right below.

STEP 7 DVR Video Record Search
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STEP 8 DVR Video Record Backup

Backup Device
Search Backup device. (Select when you play the Backup Data.)

If there are various Backup devices you can select a specific one.


